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Attention: VIN Coordinator
Gentlemen:

SUBJECT: VEHICLE IDENTIFICATION NUMBER (VIN)
CODING INFORMATION - REVISION B-90

Pursuant to Sections 565.5 (d) and (e) of 49 CFR Part 565 - Vehicle
ldentification Number - Content Requirements, Mack Trucks, Inc., @
manufacturer of heavy duty diesel +rucks of 26,000 pounds GVWR and greater,
submits the attached revision to the VIN coding information for such vehicles

manufactured by Mack Trucks, Inc. and our Canadian subsidiary, Mack Canada
Inc.

The following pages have been revised to reflect an addition
+o our VIN coding information.

Revised Pages Revision Category

Index Revised to reflect addition
of Pages E-5 & P-12.

E-4 Added Codes E176 through E178

E-5 Added Page and Codes E179 +hrough
E193.

P-12 Added Page and Codes P298 through
P305.

5-9 Added Codes 5251 through $254.

Sincerely,

%&7 );;‘*”""——
Thomas F. Brown

Staff Engineer-
Engineering Services

vy/VIN-1
Attach.
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VIN CODING INFORMATION

FOR MACK VEHICLES

PAGE E-4
copes E162 THROUGH __E178
CAB MACK VEHICLE
copk || MoDEL | sERIES | TYPE ENGINE TYPE DESIGNATION
6 Cyl. = 672 CID (11.0 L)
E162 DMM 600 | CBE 275 BHP (205 kW) DMM6 886 EX
3 i 6 Cyl. - 672 CID (11.0 L)
MM 600 CBE 350 BHP (261 KH) DMM6886S
‘ 6 Cyl. - 672 CID (11.0 L)
E164 DMM 600 CBE
B 275 BHP (205 kW) DMM68865
6 Cyl. - 672 CID (11.0 L)
E165 DMM 600 CBE 250 BHP (261 kW) DMM6886SX
6 Cyl. - 672 CID (11.0 L)
E166 DMM 600 CBE 575 BHP (205 KH) DMM6886SX
6 Cyl. - 672 CID (11.0 L
E167 DMM 600 CBE Y 225 BHP %]68 kW; DMM690S
6 Cyl. - 672 CID (11.0 L)
E168 DMM 600 CBE 225 BHP (168 KW) DMM690SX
6 Cyl. - 672 CID (11.0 L
E169 DMM 600 CBE Y 295 BHP §]68 kwg DMM690EX
6 Cyl. - 672 CID (11.0 L)
E170 DMM 600 CBE 525 BHP (168 KH) DMM6906S
16 cyl. - 672 CID (11.0 L
E171 || DMM 600 CBE .- e kw; DMMB906SX
6 Cyl. - 672 CID (11.0 L)
E172 DMM 600 CBE 525 BHP (168 ki) DMM6906EX
6 Cyl. - 672 CID (11.0 L)
E173 DMM 600 CBE 525 BHP (168 ki) DMM6908S
6 Cyl. - 672 CID (11.0 L)
E174 DMM 600 CBE 350 BHP (261 kW) DMM688SX
6 Cyl. - 672 CID (11.0 L)
E175 DMM 600 CBE 350 BHP (267 kW) DMM6888S
& CyT. = 728 CID (12.0 L)
£176 DMM 600 CBE 250 BHP (186 KW) DMM6E90SX
6 Cyl. - 728 CID (12.0 L)
E177 DMM 600 CBE be0 BHP (186 KI) DMME9OEX
£178 DMM 600 cee |6 Cy!. - 728 CID (12.0 L) DMM6906S
250 BHP (186 kW)
Rev. 3/20/85, 11/2/87, 4/19/90




VIN CODING INFORMATION

FOR MACK VEHICLES

PAGE E-5
copes E179 THROUGH E193
CAB MACK VEHICLE

cope || MopEL | SERIES | TYPE ENGINE TYPE DESIGNATION
E179 DMM 600 o AR ;gg ol é}ééokb; DMMB906SX
E180 DMM 600 cee | & OV - ;gg g;g E:ééOkb; DMME906EX
E181 DMM 600 S AR AR ;?g g#g Elgéokb; DMM6908S
c182 ||  ow 600 CBE Cyl. - ;gg EL? E;;AOK;; DMM690SX
E183 {|  owu 600 CBE Cyl. - ;gg ol i%géokb; DMMBSOEX
E184 DMM 600 CBE Cyl. - ;gg ol E;gaokb; DMM6906S
£185 MM 600 CBE Cyl. - ;gg oo E%giokb; DMM6906SX -
E186 DMM 600 CBE Cyl. - ;gg g;g E;gaok;; DMMB906EX
E187 DMM 600 CBE Cyl. - ;gg ol E;éAokhi DMM6908S
£188 DMM 600 CBE oyl - ;gg g&g E;éiokbi DMMB88SX
E189 DMM 600 CBE Cyl. - ;gg g;g E;giokb; DMM68BEX
E£190 DMM 600 CRE Cyl. - ;ég gﬁg E;éiokb; DMM6886S
E191 DMM 600 CBE Cyl. - ;ég - E%giokb; DMM6886SX
£192 DMM 600 CBE Cyl. - ;ég g;g E%éiOkb; DMMBSS6EX
E193 DMM 600 CBE Cyl. - ;gg olo E;giokb; DMM6888S




VIN CODING INFORMATION

FOR MACK VEHICLES

PAGE P-12
copgs P298 THROUGH  P305
CAB MACK VEHICLE

CODE || MODEL | SERIES | TYPE ENGINE TYPE DESIGNATION

Cyl. - 672 CID (11.0 L)
P298 RD 600 CBE 270 BHP (201 Ki) RD688RP

Cyl. - 672 CID (11.0 L)
P299 RD 600 CBE 350 BHP (261 KW) RD688RP

Cyl. - 672 CID (11.0 L)
P300 RD 600 CBE 250 BHP (186 Ki) RD69ORP

“ Cyl. - 672 CID (11.0 L) p

P301 RD 600 CBE 200 BHP (224 Ki) RD69OR

Cyl. - 672 CID (11.0 L)
P302 RD 600 CBE 970 BHP (207 KW RD688RS

Cyl. - 672 CID (11.0 L)
P303 RD 600 CBE 350 BHP (267 KW) RD688RS

Cyl. - 672 CID (11.0 L)
P304 RD 600 CBE 256 BHP (186 KW) RD6SORS

Cyl. - 672 CID (11.0 L)
P305 RD 600 CBE 300 BHP (224 kW) RD69ORS




VIN CODING INFORMATION

FOR MACK VEHICLES

PAGE 5-9
CODESs 5247 THROUGH 9254
CAB MACK VEHICLE
copE || MODEL | sErTES | TYPE ENGINE TYPE DESIGNATION
Cyl. - 728 CID  (12.0 L) .
5247 RM 500 CBE yl o em (22a ks RM690EX
i, Cyl. - 728 CID  (12.0 L) ‘
5248 RM 600 CBE LSS vl RMES04X
| i Cyl. - 728 CID  (12.0 L) y
5249 RM 600 CBE . (oan ) RME906S
\ Cyl. - 728 CID  (12.0 L) '
5250 RM 600 CBE o0 B (290 ki) RM69065X
Cyl. - 728 CID (12.0 L)
5251 RM 600 CBE oo o (o1 RM68BEX
Cyl. - 728 CID (12.0 L)
$252 RM 600 CBE to0 b (o1 RM6884X
) Cyl. - 728 CID (12.0 L)
$253 RM 600 CBE t50 oip (203 W) RM6886S
5254 RM 600 CBE Cyl. - 728 CID (12.0 L) RM6886SX

350 BHP (261 kW)

1/19/90. Rev. 4/19/90



