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MACK TRUCKS, INC.
Enginearing Davelopment & Test Center

2402 Lehigh Parkway South
PO. Box 1907 2
Allentown, PA 18105-1907 7%8’
Phone: 610.439.3011
Fax: 610.820.8150
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October 20, 1994

Administrator, National Highway
Traffic Safety Administration

400 Seventh Street, S.W.

Washington, D.C. 20590

Attention: VIN Coordinator

Dear Madam:

SUBJECT: VEHICLE IDENTIFICATION NUMBER (VIN)
CODING INFORMATION - REVISION C-394

Pursuant to Sections 565.5 (d) and (&) of 49 CFR Part 565 -
Vehicle identification Number - Content Requirements, Mack Trucks,
Inc., an manufacturer of heavy duty diesel trucks of 28,000 pounds
GVWR and greater, submits the attached revision to the VIN coding
information for such vehicles manufactured by Mack Trucks, Inc.
The following page(s) has been revised to reflect an addition to
our VIN coding information.

Revised Page Revision Category
P=13. s e i e e i e i e Corrected codes P320 thru P323.
(Vehicle Designations were
RD888/8886 )

Very truly vours,

MACK TRUCKS, [INC.

s T Her—

Thomas F. Brown
Senfor Staff Engineer
Vehicle Development Laboratory

Attach.



VIN CODING
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FOR MACK VEHICLES

PAGE P-13
CODES P317 THROUGH P335
| CODE | MODEL | SERIES | CAB ENGINE TYPE MACK VEHICLE
TYPE DESIGNATION
P317 RD 800 CBE | 6 Cyl.- 728 CID (12.0 L) RD888SX
300 BHP (224 kW)
P318 RD 800 CBE | 6 Cyl.~ 728 CID (12.0 L) RDSSS6S
300 BHP (224 kW)
P319 RD 800 CBE | 6 Cyl.- 728 CID (12.0 L) RD8886SX
300 BHP (224 kW)
P320 RD 300 SBE | & Cyl.~ 998 CID (16.4 L) RD822S
550 BHP (410 kW)
P321 RD 800 CBE | 8 Cyl.- 998 CID (16.4 L) RD8228X
550 BHP (410 kW)
P322 RD 300 CBE | 8 Cyl.- 998 CID (16.4 L) RD8226S
550 BHP (410 kW)
p323 RD 800 CBE | 8 Cyl.- 998 CID (16.4 L) RD8226SX
550 BHP (410 kW)
P324 RD 600 CBE | 6 Cyl.- 728 CID (12.0 L) RD688S
427 BHP (318 kW)
P325 RD 600 CBE | 6 Cyl.- 728 CID (12.0 L) RD688SX
427 BHP (318 kW)
P326 RD 800 CBE | 6 Cyl.- 728 CID (12.0 L) RD88SS
427 BHP (318 kW)
P327 RD 800 CBE | 6 Cyl.- 728 cID (12.0 L) RD8S8SX
427 BHP (318 kW)
P328 RD 200 CBE | 6 Cyl.- 728 CID (12.0 L) ADSE8ES
427 BHP (318 kW)
P329 RD 800 CBE | 6 Cyl.- 728 CID (12.0 L) RD8886SX
427 BHP (318 kW)
P330 RD 600 CBE | 6 Cyl.- 599 CID (9.8 L) RD694S
260 BHP (194 kW)
P331 RD 600 CBE | 6 Cyl.- 599 CID (9.8 L) RDE94S
300 BHP (224 kW)
P332 RD 600 CBE | 6 Cyl.- 599 CID (9.8 L) RD694SX
260 BHP (194 kW)
P333 RD 600 CBE | 6 Cyl.- 599 CID (9.8 L) RDE94SX
300 BHP (224 kW)
P334 RD 600 CBE | 6 Cyl.- 599 CID (9.8 L) RD694P
260 BHP (194 kW) 107
P335 RD 600 CBE | 6 Cyl.- 599 CID (9.8 L) RDE94P
300 BHP (224 kW)
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