MACK TRUCKS, INC.
Engineering Development & Test Center
2402 Lehigh Parkway South (18103)
P.O. Box 1907
Allentown, PA 18105-1907

Administrator, National Highway
Traffic Safety Administration

400 Seventh Street, S.W.

Washington, D.C. 20590

Attention: VIN Coordinator

Dear Madam:

SUBJECT:

Phone 610-709-3011
Fax 610-351-8737

March 2, 2006

VEHICLE IDENTIFICATION NUMBER (VIN)
CODING INFORMATION - REVISION A-06

Pursuant to Sections 565.7 (c) and (d) of 49 CFR Part 565, Vehicle Identification Number Requirements, Mack
Trucks, inc., a manufacturer of diesel and natural gas powered heavy duty trucks of 12700 kilograms (28,000 pounds)
GVWR and greater, submits the attached revision to the VIN coding information for such Mack vehicles. The following
page(s) has (have) been revised to reflect an addition(s) to our VIN coding information.

Revised Page

Index
AJ-1
AN-1

AU-1

AV-1

AW-1
AX-1

Attach.

Revision Category
Added pages AW-1 and AX-1.
Added code AJ10.

Model redesignated from CHP to CHU
(no CHP’s manufactured).

Model redesignated from LEP to LEU
(no LEP’s manufactured).

Model redesignated from MRP to MRU
(no MRP’s manufactured).

Added codes AWO01 thru AW09.

Added codes AX01 thru AX18.
Very truly yours,
MACK TRUCKS, INC.

Thomas F. Brown
Principal Engineer
Vehicle Architecture



INDEX TO VIN CODING INFORMATION FOR MACK VEHICLES
MANUFACTURED BY MACK TRUCKS, INC., MACK CANADA INC. & RENAULT V.I.

FIRST SECTION (VIN characters one, two and three)

(Manufacturer, Make and Vehicle Type).........c.cccivrrreiritimriininiinnnrecnssenenn XA-1
SECOND SECTION (VIN characters four, five, six and seven)
General Notes (Model, Series, Cab Type and Engine Type)..........c.ccccuuais XB-1
Codes beginning with:
PP A-1 through 7
= B-1 through 7
O C-1
0 R D-1
E ettt et e e e st e ea e E-1 through 7
N F-1 through 5
RN G-1
o TR PPN H-1 through 7
de et s J-1 through 3
o PR K-1 through 6
Lt e s e e e e L-1 through 3
M i e e s e e r e anneeas M-1
TN N-1 through 14
P e e e e e e e P-1 through 14
N R-1 through 3
G ittt e e tnsrr e s an s an S-1 through 10
8 PO T-1 through 5
O SR U-1 through 9
Vet s e e e V-1 through 9
1 N W-1 through 4
Xttt st r e e r s ra et a e s X-1 through 9
| P Y-1 through 9
. NP AA-1
AC. e e et e aan AC-1
< 0 N AD-1 through 4
AE. ... e et e e nranas AE-1
Y PN AF-1
X P AG-1
O PPN AJ-1
L P AK-1
Y PP ALA1
AM. e e AM-1 through 3
AN e e seas AN-1
Y O AP-1
Y N AR-1 through 4
AS. e e e g AS-1 through 2
) U AT-1
. AU-1
AV e e e e e e e rr e en e AV-1
AW . e s e e eaas AW-1
Y GO PPN AX-1
- AY-1 through 5
2 PPN BA-1
2= 7 OO BB-1
2 T BC-1
SECOND SECTION (VIN character eight)
(GVWR Class, Chassis Type & Brake System)...........ccccoceveiieiiniininiinnnneee YA-1
FOURTH SECTION (VIN character eleven)
(Plant of Manufacture)...........c.cvecriiiiininn e e e YB-1

Revised 07/06/92, 07/24/92, 09/03/92, reformatted 05/31/96, revised 07/01/96, 08/15/96, reformatted & revised 09/26/96
revised 12/19/96, 02/20/98, reformatted & revised 11/04/98, revised 04/27/01, revised 10/08/02, reformatted & revised 04/04/03
revised 09/20/04, revised 10/07/05, revised 03/02/06.



VIN CODING INFORMATION

FOR MACK VEHICLES
Codes AJO01 through AJ10
CODE MODEL SERIES CAB ENGINE TYPE MACK VEHICLE
TYPE DESIGNATION
CBE 6 Cyl.--728 CID (12.0L) CHN612

235 thru 334 BHP (175 thru 249 kW)

AJ02 CHN 600 CBE 6 Cyl.--728 CID (12.0L) CHNG612
335 thru 434 BHP (250 thru 323 kW)

AJO3 CHN 600 CBE 6 Cyl.--728 CID (12.0L) CHN612
435 thru 534 BHP (324 thru 398 kW)

AJO4 CHN 600 CBE GLIDERKIT CHNG600GK

AJO5 CHN 600 CBE 6 Cyl.--728 CID (12.0 L) CHN613
235 thru 334 BHP (175 thru 249 kW)

AJ06 CHN 600 CBE 6 Cyl.--728 CID (12.0 L) CHN613
335 thru 434 BHP (250 thru 323 kW)

AJO7 CHN 600 CBE 6 Cyl.--728 CID (12.0L) CHN613
435 thru 534 BHP (324 thru 398 kW)

AJO8 CHN 600 CBE 6 Cyl. - 783 CID (12.7 L) CHN612
435 thru 534 BHP (324 thru 398 kW)

AJO9 CHN 600 CBE 6 Cyl.--783CID (12.7L) CHN613
435 thru 534 BHP (324 thru 398 kW)

AJ10 CHN 600 CBE 6 Cyl. --783CID (12.7L) CHNG613
335 thru 434 BHP (175 thru 249 kW)

Issued 10/08/02, revised 04/27/05, revised 03/02/06.



VIN CODING INFORMATION

335 thru 434 BHP (175 thru 249 kW)

FOR MACK VEHICLES
O A oug ANQOY
CODE MODEL SERIES CAB ENGINE TYPE MACK VEHICLE
TYPE DESIGNATION

ANO1 CHU 600 CBE 6 Cyl. --659 CID (10.8 L) CHU612
335 thru 434 BHP (250 thru 323 kW)

ANO02 CHU 600 CBE 6 Cyl. --659 CID (10.8 L) CHUB13
335 thru 434 BHP (250 thru 323 kW)

ANO3 CHU 600 CBE GLIDER KIT CHUB00GK

ANO4 CHU 600 CBE 6 Cyl. -- 659 CID (10.8 L) CHUB12
235 thru 334 BHP (175 thru 249 kW)

ANO05 CHU 600 CBE 6 Cyl. -- 659 CID (10.8 L) CHUG613
235 thru 334 BHP (175 thru 249 kW)

ANO06 CHU 600 CBE 6 Cyl. -- 783 CID (12.7 L) CHU612
435 thru 534 BHP (324 thru 398 kW)

ANO7 CHU 600 CBE 6 Cyl.--783CID (12.7 L) CHU613
435 thru 534 BHP (324 thru 398 kW)

ANO8 CHU 600 CBE 6 Cyl. - 783 CID (12.7L) CHUB612
335 thru 434 BHP (250 thru 323 kW)

ANO9 CHU 600 CBE 6 Cyl.--783 CID (12.7 L) CHUB13

Issued 09/20/04, revised 10/06/05, revised 03/02/06




VIN CODING INFORMATION

FOR MACK VEHICLES

CODE | MODEL | SERIES | cAB ENGINE TYPE MACK VEHICLE
TYPE DESIGNATION

AUO1 LEU 600 LCF 6 Cyl.— 659 CID (10.8 L) LEU612
235 thru 334 BHP (175 thru 249 kW)

AU02 LEU 600 LCF 6 Cyl.— 659 CID (10.8 L) LEU613
235 thru 334 BHP (175 thru 249 kW)

AUO03 LEU 600 LCF 6 Cyl.— 659 CID (10.8 L) LEUG12
335 thru 434 BHP (250 thru 323 kW)

AU04 LEU 600 LCF 6 Cyl.— 659 CID (10.8 L) LEU613
335 thru 434 BHP (250 thru 323 kW)

AU05 LEU 600 LCF GLIDER KIT LEUBOOGK

AUOB LEU 600 LCF NG 6 Cyl. — 659 CID (10.8 L) LEUB12
235 thru 334 BHP (175 thru 249 kW)

AUO07 LEU 600 LCF NG 6 Cyl. — 659 CID (10.8 L) LEU613
235 thru 334 BHP (175 thru 249 kW)

AU08 LEU 600 LCF 6 Cyl.—505CID (8.3L) LEUB32
235 thru 334 BHP (175 thru 249 KW)

AU09 LEU 600 LCF 6 Cyl.—505CID (8.3 L) LEU633
235 thru 334 BHP (175 thru 249 kW)

AU10 LEU 600 LCF 6 Cyl.— 540 CID (891) LEU632
235 thru 334 BHP (175 thru 249 kW)

AUT1 LEU 600 LCF 6 Cyl.—540 CID (8.9 L) LEU633
235 thru 334 BHP (175 thru 249 kW)

AU12 LEU 600 LCF NG 6 Cyl. — 540 CID (8.9 L) LEU632
235 thru 334 BHP (175 thru 249 kW)

AUT3 LEU 600 LCF NG 6 Cyl.— 540 CID (8.9L) LEU633
235 thru 334 BHP (175 thru 249 kW)

Issued 10/07/05, revised 03/02/06.




VIN CODING INFORMATION

FOR MACK VEHICLES
CODE MODEL SERIES CAB ENGINE TYPE MACK VEHICLE
TYPE DESIGNATION

AV01 MRU 600 LCF 6 Cyl. —659 CID (10.8 L) MRU612
235 thru 334 BHP (175 thru 249 kW)

AV02 MRU 600 LCF 6 Cyl. — 659 CID (10.8 L) MRU613
235 thru 334 BHP (175 thru 249 kW)

AV03 MRU 600 LCF 6 Cyl. —659 CID (10.8 L) MRU612
335 thru 434 BHP (250 thru 323 kW)

AV04 MRU 600 LCF 6 Cyl.—659CID (108 L) MRU613
335 thru 434 BHP (250 thru 323 kW)

AV05 MRU 600 LCF GLIDER KIT MRUG00GK

AV06 MRU 600 LCF 6 Cyl.—783CID (12.7 L) MRU612
335 thru 434 BHP (250 thru 323 kW)

AVO07 MRU 600 LCF 6 Cyl. - 783 CID (12.7L) MRU613
335 thru 434 BHP (250 thru 323 kW)

AV08 MRU 600 LCF 6 Cyl.—783CID(12.7L) MRU612
435 thru 534 BHP (250 thru 323 kW)

AV09 MRU 600 LCF 6 Cyl. —783CID(12.7L) MRU613
435 thru 534 BHP (250 thru 323 kW)

AV10 MRU 600 LCF NG 6 Cyl. — 659 CID (10.8 L) MRU612
235 thru 334 BHP (175 thru 249 kW)

AV11 MRU 600 LCF NG 6 Cyl. —659 CID (10.8 L) MRU613
235 thru 334 BHP (175 thru 249 kW)

Issued 10/07/05, revised 03/02/06.




VIN CODING INFORMATION

FOR MACK VEHICLES
CODE MODEL SERIES CAB ENGINE TYPE MACK VEHICLE
(LINE) TYPE DESIGNATION

AWO01 CXU 600 CBE 6 Cyl. -- 659 CID (10.8 L) CcXu612
(Pinnacle™) 335 thru 434 BHP (250 thru 323 kW)

AWO02 CXU 600 CBE 6 Cyl. --659 CID (10.8 L) CXU613
(Pinnacle™) 335 thru 434 BHP (250 thru 323 kW)

AWO03 _CXU . 600 CBE GLIDER KIT CXUB00GK
(Pinnacle™)

AWO04 CXU 600 CBE 6 Cyl. -- 659 CID (10.8 L) CXuU612
(Pinnacle™) 235 thru 334 BHP (175 thru 249 kW)

AWO05 CXuU 600 CBE 6 Cyl. --659 CID (10.8 L) CXU613
(Pinnacle™) 235 thru 334 BHP (175 thru 249 kW)

AWO06 CXu 600 CBE 6 Cyl. --783 CID (12.7 L) CXu612
(Pinnacle™) 435 thru 534 BHP (324 thru 398 kW)

AWO7 CXU 600 CBE 6 Cyl. --783CID (12.7 L) CXU613
(Pinnacle™) 435 thru 534 BHP (324 thru 398 kW)

AWO08 CXU 600 CBE 6 Cyl. - 783 CID (12.7L) CcXxXu612
(Pinnacle™) 335 thru 434 BHP (250 thru 323 kW)

AWO09 CXU 600 CBE 6 Cyl. --783 CID (12.7 L) CXU613
(Pinnacle™) 335 thru 434 BHP (250 thru 323 kW)

Issued 03/02/06.




VIN CODING INFORMATION

FOR MACK VEHICLES

Codes AX01 through AX18
CODE MODEL SERIES CAB ENGINE TYPE MACK VEHICLE
(LINE) TYPE DESIGNATION

AX01 GU 700 CBE 6 Cyl. -659 CID (10.8 L) GU712
(Granite®) 235 thru 334 BHP (175 thru 249 kW)

AX02 GU 700 CBE 6 Cyl. - 659 CID (10.8 L) GU712
(Granite®) 335 thru 434 BHP (250 thru 323 kW)

AX03 GU 700 CBE 6 Cyl. --659 CID (10.8 L) GU713
(Granite®) 235 thru 334 BHP (175 thru 249 kW)

AX04 GU 700 CBE 6 Cyl. - 659 CID (10.8 L) GU713
(Granite®) 335 thru 434 BHP (250 thru 323 kW)

AX05 GU 700 CBE GU700GK
(Granite®) GLIDER KIT

AX06 GU 700 CBE 6 Cyl. -783CID (12.7L) GU712
(Granite®) 435 thru 534 BHP (324 thru 398 kW)

AX07 GU 700 CBE 6 Cyl. -783CID(12.7L) GU713
(Granite®) 435 thru 534 BHP (324 thru 398 kW)

AX08 GU 700 CBE 6 Cyl. - 783 CID (12.7L) GU712
(Granite®) 335 thru 434 BHP (250 thru 323 kW)

AX09 GU 700 CBE 6 Cyl. --783CID (12.7L) GU713
(Granite®) 335 thru 434 BHP (250 thru 323 kW)

AX10 GU 800 CBE 6 Cyl. --659 CID (10.8 L) Gu8g12
(Granite®) __(Axle Back™) 235 thru 334 BHP (175 thru 249 kW)

AX11 GU 800 CBE 6 Cyl. - 659 CID (10.8 L) GU812

~ (Granite®) (Axle Back™) 335 thru 434 BHP (250 thru 323 kW)

AX12 GU 800 CBE 6 Cyl. - 659 CID (10.8 L) GuU813
(Granite®) (Axie Back™) 235 thru 334 BHP (175 thru 249 kW)

AX13 GU 800 CBE 6 Cyl. --659 CID (10.8 L) GU813
(Granite®) (Axle Back™) 335 thru 434 BHP (250 thru 323 kW)

AX14 GU 800 CBE GUS00GK
(Granite®) | _(Axle Back™) GLIDER KIT

AX15 GU 800 CBE 6 Cyl. --783CID (12.7L) GuU812
(Granite®) (Axle Back™) 435 thru 534 BHP (324 thru 398 kW)

AX16 GU 800 CBE 6 Cyl. --783CID (12.7L) GU813

__(Granite®) ~_(Axle Back™) 435 thru 534 BHP (324 thru 398 kW)

AX17 GU 800 CBE 6 Cyl.--783CID (12.7L) GU812
(Granite®) (Axle Back™) 335 thru 434 BHP (250 thru 323 kW)

AX18 GU 800 CBE 6 Cyl. --783CID (12.7L) GU8g13
(Granite®) (Axie Back™) 335 thru 434 BHP (250 thru 323 kW)

Issued 03/02/06.




ENGINEERING DEVELOPMENT & TEST CENTER
2402 LEHIGH PARKWAY SOUTH (18103)

P. 0. BOX 1907

ALLENTOWN, PA 18105-1907

USA

First Class Mail

Administrator, National Highway
Traffic Safety Administration
400 Seventh Street, S.W.
Washington, D.C. 20590

Attention: VIN Coordinator



