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1 Scope

This standard regulates VIN Encoding rules of all vehicle products produced by CIMC Intermodal
Equipment and all Subsidiary manufacturing plants under.

2 Reference

49 CFR Part 565 (Revision date 1/3/2013)
WMI Certificate of SAE

3 Composition of VIN

3.1 Composition of VIN of trailer product
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Type of trailer Serial No.
Body Type | Plant Name
Length Model Year
Number of Axles —Check Digit
7¥: O—-—means letters or numbers
O——means numbers only

3.2 Description of VIN encoding of trailer product

position Description Decipher
1,2&3 WMI 57V
4 Type of Trailer A - Goose Neck
{(Make Name : CIMC) B - Kingpin
C - Pintle Hitch
D - Ball Type Pull
E ~ Straight Semi
F- Fifth Wheel

A— Container Chassis

B— Flatbed Trailer

C— Automobile Transporter
L—Low Bed Trailer

5 Body Type P—Platform Trailer
R—Reefer Trailer

S—Curtain Side Trailer
T-—Tanker Trailer
V—Dry Freight Van Trailer
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6& 7

Full Length of trajiler
(ft)

20=20 ft
28=28 ft
40=40 ft
45=45 ft
48=48 ft
33=53 ft
57=57 ft
60=60 ft

Note: The full length by rounded. If the trailer is

extendable by maximum extended length.

Number of Axles

I=0ne Axle

2=Two Axles

3=Three Axles 4

4=Four Axles

Check Digit

Check Digit Calculation see 49 CFR 565. 15(c)

Model Year

A=2010 ]
B=2011 1
C=2012
D=2013
E=2014

......

L

Plant Name

I =South Gate CA USA

L12,13,14,15,l6& 17

Serial Number of the year

1]

4 Calculation of Check Digit
4.1 Value of letters and numbers in VIN Code

Table I Value of numbers

Number in VIN

3 4 5 6 7 8 9

Value

3 4 5 6 7 8 9




